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1. | Check registration and license

2. | Check fire extinguisher

3. [Perform emergence window push out test

4. | Perform emergency roof escape push out test

5. | Inspect and refill first aid kit

6. |Inspect driver seat operation and driver seat belt.

7. |Inspect for emergency equipment (safety triangle, tire tool, jack, extra belts)

8. | Check operation of windshield wiper

9. [Check operation of windshield washer

10. | Check rear view mirror (interior and exterior)

11. | Check spare tire pressure and tread depth

12. | Record engine oil pressure idle full fuel

13. | Print engine data from ECM

14. | Take oil sample and perform oil analysis

15. | Print transmission data from ECM

16. | Inspect entrance door operation

17. | Inspect all baggage door operation

18. [Inspect condenser operation

19. | Inspect battery door operation

20. |Inspect service door operation

21. | Inspect wheelchair operation if applicable

22. |Inspect spare tire door operation and verified if spare tire is secure

23. |Inspect restroom tank for leak

24. |Inspect restroom door latch and lock

25. | Inspect restroom light and alarm

26. |Inspect body for damage and record

27. |Inspect all glass and replaced if damaged

28. |Inspect and recline all passenger seats

29. |Inspect and raise all foot rest

30. | Inspect all parcel rack door if applicable

31. | Check voltage setting and record
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32. | Inspect and repair all exterior light

33. | Inspect and repair all interior light

34. | Inspect and repair all baggage bay light

35. | Inspect and repair all service compartment light

36. |Inspect and repair entertainment system

37. |Inspect and repair public address system and microphone
38. | Inspect all visible harness connector and junction

39. [ Check oil level in A/C Compressor

40. | Verified refrigerant level and correct if not within specification
41. | Clean water drain in evaporator compartment

42. |Inspect and clean all air vent inside the cabin

43. | Inspect parcel rack A/C and vent

44. | Note all A/C code and repair

45. | Inspect all visible fastener

46. | Take the weight off the steering axle and check king pin play
47. | Take the weight off the steering axle and lube the king pin
48. | Turn wheel from RH to LH and back and check for free travel
49. | Inspect all steering component for tightness

50. | Check and adjust toe—in if required

51. | Inspect fuel tank and record condition

52. | Inspect all fuel lines and secure if required

53. | Inspect fuel gauge and low fuel light

54. | Inspect engine for unusual noise and blow—by

55. | Inspect and repair all fluid leak

56. | Inspect all idle pulley for play

57. | Steam clean engine compartment
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